











SCOPE OF COMPLIANCE
Aerospace Quality Systems

O&W Heat Treat Inc
| 1 Bidwell Rd

South Windsor, CT 06074

Patrick Ohlheiser - Vice President

This certificate expiration is updated based on periodic audits. The current expiration date
and scope of accreditation are listed at: www.eAuditNet.com - Online QML (Qualified

Manufacturer Listing).

In recognition of the successful completion of the PRI evaluation process, accreditation 1s
granted to this facility to perform the following:

AC7004 - Rev D Nadcap Audit Criteria for Inspection and Test Quality System (1o

be used on audits conducted on or after 11-SEP-2006)

Americas Asia Europe
+ 17247721616 +44 870 350 5011

www.pri-network.com
060470



O&W Heat Treat Inc, 1 Bidwell Rd, South Windsor, Connecticut06074, United States
Phone: 360-528-9239, Fax: 860-291-9939

Show all scopes

26-Feb-10 A0-Apr-13

Hidescopes
ACTHMM - Rev D Nadcap Audit Criteria for Inspection and Test Quality System

13-Feb-08 A0-Apr-11

Showscopes

01-Mar-10 30-Apr-12

Hide scopes Supplier has merit for above audit

Sinduction (Additional requirements)
“Bazeline (Al Auditzs)
STorch (Additional requirements)
ACT101/4 Rev C - Nadcap Audit Criteria for Materials Tezting Laboratories - Metallography and Microhardnezss
S{L)Metallography (General)
L7 Mear Surface Examinations - IGAIGD
S[L6Mear Surface Examinations - Diffusion Coatings
L[L3)Mear Surface Examinations - Alpha Caze: Wrought
L{L3)Mear Surface Examinations - Microhardness
ACT102M Rev D - Nadcap Audit Criteria for Brazing
wFurnace Brazing — Customer Specs (to be used on or AFTER 31-Jan-2010)
STorch Brazing - ACT1108M1 must alzo be =elected
sWacuum Brazing — Industry Specs (to be used on or AFTER 31-Jan-2010)
Sinduction Brazing - ACT110M must alzo be selected
ACT102 Rev E - Nadcap Audit Criteria for Heat Treating
Copper Alloys- Customer Specs (to be used on or AFTER 31-Jan-2010)
LStainless Steels, Martensitic- Customer Specs (to be u=zed on or AFTER 31-Jan-2010})
“Brazing - ACT1021 must alzo be =elected
SBeryllium Copper- Industry Specs (to be used on or AFTER 31-Jan-2010)
Lotainkezs Steele- Customer Specs
sWacuum Heat Treating- Customer Specs
Lotainkess Steele- Industry Specs (to be uzed on or AFTER 31-Jan-2010)
L3tainkess Steels, Precipitation Hardening- Industry Specs (to be used on or AFTER 31-Jan-2010)
LStainless Steels, Precipitation Hardening - Customer Specs
Shickel and Cobalt Alloys- Customer Specs
LStainless Steelz, Martensitic- Industry Specs (to be used on or AFTER 31-Jan-2010)
STitanium Alloys - Customer Spec
oWacuum Heat Treating — Industry Specs (to be used on or AFTER 31-Jan-2010)
ACT1025 Rev B - Hadcap Supplemental Audit Criteria for Heat Treating (to be used on or AFTER 31-Jan-2010)
U110 - GE Awiation
ACT102/5 - Hadcap Audit Criteria for Hardnezss Tezsting for Heat Treating
S{M2)Rockwell Hardnezs
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